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CJXH-2800B automatic high-speed aerosol filling line

1. Purpose and features

CJXH-2800B automatic high-speed aerosol filling line is a basic configuration, it is so designed by
absorbing overseas advanced technology that neither feeding nor aeration is made without cans.
The closing end and the aerating end work on an oriented basis, which ensures accurate
location.this line is equipped with a liquid filing, gas filling system, a automatic valve inserting,
can arrange, sealing system, and a automatic weight checker, water bath, nozzle presser, cap
presser, code printing transferring system. Furthermore, all parts of this line in contact
with materials are made of stainless steel SUS304 or SUS316L, so it enjoys excellent
operational safety, energy efficiency, environment friendliness and corrosion
resistance. The brands of all sealing elements and gas-circuit control elements inside
are famous worldwide. Thus this line is very reliable and durable. Meanwhile, this line
can be additionally equipped with such machines as automatic glass-bead protection system,
automatic ink-jet printer, automatic paste machine system.,etc. It can fulfill production of spray
paint, cleaning, loosing agent, pesticides, perfumes, etc. At present, the production line has been
exported to the Europe, the Americas, the Mid East, southeast Asia, and other parts of the world.

2. Composition and parameters

Outline (L*W*H) (mm) 18000*1800*1900

Capacity (cans/hr) 2000-3200

Liquid fill (ml) 50-1000（可定制）

Gas fill (ml) 20-700（可定制）

Repeated filling accuracy 1%

Diameter of cans (mm) 35-65（可定制）

Height of aerosol can (mm) 80-350（可定制）

Valve (mm) 25.4(1 inch)
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Working pressure (MPa) 0.65-1

Max. gas consumption (m^3/min) 5.5

3. Basic structure and working principle

This line consists of can arranging machine, automatic valve sorting machine, filling host,
automatic valve inserting, sealing, gas filling machine, automatic weight checker machine,
automatic water bath machine, automatic nozzle presser machine, automatic cap pressing
machine, automatic ink-jet print transfer line, packaging platform and conveying rail. The
automatic can arranging machine allows the aerosol cans in the stacking area to be arranged and
transfers them to the main rail in order. After entering the host, aerosol cans are led via guide
plate into the indexing transmission of the host and subject to equal-angled intermittent circular
movement, After filling, aerosol cans are led again via the indexing transmission of the host into
the main conveyor belt for the preparation of next production, until to the packing platform.

1. Container sorter; 2. Container sorter bench; 3. Main transfer rail; 4. Transfer rail fence; 5.
Automatic valve sorter; 6. Hopper of valve sorter; 7. Double filling system; 8. Pressure gage; 9.
Lifting column; 10. Automatic valve feeder; 11. Closing machine; 12. Double aeration system; 13.
Indexing transfer system; 14. Switching control panel; 15. Transfer rail; 16. Support frame; 17.
Packaging platform; 18. Rear support frame; 19. Motor of main conveyor belt
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